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KAWASAKI MODEL H1
ASSEMBLY AND PREPARATION MANUAL

There are three major sections in this manual:

ASSEMBLY INSTRUCTIONS —Work performed during uncrating and assembly.
PREPARATION SERVICING —Detailing and inspection performed before delivery.
SERVICE SPECIFICATION  —Handy specs for possible trouble-shooting.
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ASSEMBLY INSTRUCTIONS

Clear a 20 x 20’ area, and then position the crate
upright on its base. Pry off the top panel, and
then cut the banding wires at the left-hand
corners of the crate.

BASE LEGS

TOP PANEL
CROSS BRACE FRONT FENDER

Fold back the top panel, and then pull down the
left-hand panel. Remove the plastic covering, and
then lift the front wheel and fender from the
right-hand side of the crate. Take out the parts
packing carton. Knock the cross brace loose from
the right-hand panel.

With a helper, lift the rear of the motorcycle out
of the crate base, and then lift the front by using
the cross brace. Roll the unit out of the crate.
CAUTION: Peen over any nails to prevent punc-
turing the tires. Park the motorcycle on the center
stand.
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STEERING DAMPER INCLUDING

2 FRICTION DISCS, SHAFT, NUT,
SPRING, TONGUE PLATE AND NUT
PLATE

RONT BRAKE PANEL
W/SPEEDO CABLE

2 BOLTS, 2 LARGE WASHERS,
2 LOCKWASHERS, 3 SMALL
WASHERS, 2 ACORN NUTS

-+ FRONT FENDER
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SHIFT LEVER W/CLEVIS
WASHER, & CIRCLIP
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Open the parts carton and check the contents against this photo.
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Grease the front axle spacer,

dust cap in the hub.

BOLTS & LOCKWASHERS

o
Remove the four bolts, with

the front fork sliders. Rotate
weld nuts face inward.

and then insert it

into the front wheel oil seal. Smear thick grease
in the dust cap to ease assembly and then position

lockwashers, from
the sliders so the

Check for any loose parts inside the brake panel
and brake drum, and then install the brake panel
in the front wheel. Take special care to line up
the speedo drive tangs (in the panel) with the
notched wheel hub. CAUTION: Misalignment of
these parts can damage the front wheel hub and
panel, and strain the speedo drive gears.

BOLTS W/LOCKWASHERS (18mm)

CABLE LOOP

Position the front fender, with the cable loop
on the right-hand side, between the fork
sliders. Install the four 18mm long bolts, with
lockwashers.
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Position the front wheel assembly between the
fork sliders, while matching the torque tongue
(on the right slider) to the grooved brake panel.
Insert the axle from the left side and thread it
info the right slider. First, tighten the axle firmly,
and then tighten the axle clamp bolt.

Loosen the detent nut, and then position the knob
detent spring with the tongue to the rear. Install
and tighten the detent nut. Insert the damper
shaft into the steering stem.

DETENT NUT

BOLT & LOCKWASHER

Remove the U-bolt nuts, and then take off and
discard the wooden cross brace. Take off the
handlebar clamps and discard the U-bolts. Check
the handlebar holders for bent studs, and then
position the handlebar in the holders as shown.
Install the two clamps with four bolts and lock-
washers.

RICTION DISCS

; TONGUE PLATE
. NUT PLATE
SPRING

NUT

Stack the steering damper parts, as shown here,
before installation in the steering stem. CAUTION:
Clean off any oil or grease with an oilless solvent,
such as trichloroethylene, to insure smooth dam-
per action. Follow these assembly instructions
exactly to prevent steering difficulties.
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COTTER PIN TONGUE PLATE
NUT

The upper tongue plate is bolted to the fork
lower bridge at the factory. Install the parts
shown in the previous step, taking care fo
engage the tongue plate with the frame stud.
Screw the nut, with spring, onto the damper
shaft. Finally, insert the safety cotter pin and
split the ends.

TACH RING NUT

SPEEDO RING NUT
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Route the speedo cable through the fender cable
loop, between the fork tube, and behind the
headlight housing. Insert the speedo drive cable
into the speedometer socket. NOTE: Spin the
front wheel to align the square cable end with
the socket in the speedometer. Thread on the
ring nut and tighten it with pliers. Tighten the
tachometer cable ring nut.

Route the brake cable down through the right-
hand cable loop at the tach, down between the
fork tubes, and through the fender cable loop.
Remove the parts from the front brake cable, and
then insert the cable into the brake panel ear.
Push the boot, with spring, onto the cable. Hold
the link pin in the actuating lever, and then insert
the cable through the pin. Thread on the cable
adjuster, with the ramps facing the link pin.
insert the safety cotter pin, and then split and
spread the ends. Stretch the rubber boot and
engage its ends with the nipples on the cable
and cable housing.

SLOT

ADJUSTER

THUMBWHEEL

Turn the adjuster and thumbwheel into the lower
bracket as far as possible and then back them out
until the slots line up. Make sure the clutch cable
is routed through the speedometer cable loop.
Push the cable nipple up into the lever socket.
Pull on the cable sheath, and then swing the
cable into the adjuster and release it.
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